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[bookmark: _GoBack]NOTICE
This Standard Special Provision (SSP) revises or modifies CDOT’s Standard Specifications for Road and Bridge Construction. These are the official instructions for its use on CDOT construction projects, and have been reviewed, approved, and issued by the Construction Engineering Services Branch. Use as written without change. Do not use modified versions of this SSP on CDOT construction projects. Do not use this special provision on CDOT projects in a manner other than specified in the instructions without approval by CDOT’s Standards and Specifications Unit. The instructions for use appear below.

Other agencies using the Standard Specifications for Road and Bridge Construction to administer construction projects may use this special provision appropriately and at their own risk.

Instructions for use on CDOT construction projects:
Use this standard special provision on all projects. 



Revise Section 703 of the standard specifications as follows:
Table 703-7 shall be replaced with the following:

Table 703-7
GRADATION SPECIFICATIONS FOR COVER COAT AGGREGATE

Sieve Size
Percent by Weight Passing Square Mesh Sieve

9.5 mm (3/8”)
Type 1
12.5 mm (1/2”) 
Type II
19.0 mm (3/4”)* 
Type IV
19.0 mm (3/4")


100
12.5 mm (1/2")

100
95-100
9.5 mm (3/8")
100
65-85
60-80
4.75 mm (#4)
0-15
0-10
0-10
75 μm (#200)
0-1.5
0-1.5
0-1.5
*Type IV shall be used only with lightweight aggregates.


