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REVISION OF SECTION 614

FIBER OPTIC CABLE INSTALLATION

Section 614 of the Standard Specifications is hereby revised for this project as follows:

Subsection 614.08 (a) shall include the following:

Fiber optic cable installed on this project shall be installed in electrical conduits, pull boxes, manholes and equipment communications cabinets containing existing fiber optic cable, electrical cable and electronic devices currently carrying communications data from existing roadway devices.
 The new fiber cable shall be installed in a manner which will not interfere with the integrity of the existing cable and or equipment.

When lateral fiber cables are to be spliced into existing backbone fiber cable caring communications data, extreme caution shall be used by the Contractor to avoid damage to the backbone cable and conduit system. If any existing fiber splices or terminations are damaged due to new cable installation the Contractor shall repair the splice or termination at the Contractor’s expense. If damaged is caused to the fiber cable at mid-span locations, it shall be replaced to current CDOT standards from existing cable end splice location to cable end splice location at no additional cost to the project.

Prior to any fiber optic work, the Contractor shall give the Engineer a detailed installation and splicing schedule a minimum of one week, prior to commencing work. All installation, splicing, termination, and testing shall be listed on the schedule and any revisions to this schedule shall be re-submitted to the Engineer as soon as the changes are made.

After completing all splicing and termination work, a final inspection of the existing network will be conducted by CDOT at all equipment cabinets, all regeneration nodes and at the Colorado Traffic Management Center to ensure final continuity.
If damaged is caused to the existing fiber optic cable system due to Contractor negligence, all costs associated with the cable, pulling of the cable, splicing, splice canisters and testing of the existing CDOT  network shall be at the Contractor’s expense.







