COLORADO DEPARTMENT OF TRANSPORTATION APL Reference No.

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY | 2084-22

Product Evaluation Coordinator kel Sz
Colorado Department of Transportation 711.02.01.00
4670 North HoIIy Street. Unit A Material Code description full name
Denver, Colorado 80216 Concrete, Admixtrue
PART 1
Product name: Product category:
MasterPolyheed 100 Concrete\Admixture\Water Reducing & Accelerating
Product Representative (name & address): Manufacturer (name & address):
Attn: Mark E. Piechuta Attn: Mark E. Piechuta
Master Builders Solutions Admixtures US, LLC Master Builders Solutions Admixtures US, LLC
23700 Chagrin Blvd. 23700 Chagrin Blvd.
Cleveland, OH 44122-5554 Cleveland, OH 44122-5554
Phone: 216-839-7072 E-mail: mark.piechuta@mbcc-group.com Phone: 216-839-7072 E-mail: mark.piechuta@mbcc-group.com
-Si : . . Web-si : . .
Web-site address: . /www.master-builders-solutions.com/en-us eb-site address: pitpsjwww master-builders-solutions.com/en-us

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)
MasterPolyheed 100 patented, ready-to-use non-chloride, midrange water-reducing admixture is a new generation of admixture based on polycarboxylate
chemistry. It is specifically formulated to provide normal setting times with fly ash and/or slag cement concrete mixtures. MasterPolyheed 100 admixture meets
ASTM C 494/C 494M requirements for Type A, water reducing, Type C, accelerating, and Type E, water-reducing and accelerating, admixtures.

A sample can be provided upon request at no cost. Technical data sheets are included which outline specific dosage information. Local Colorado BASF Sales
representative is Darrell Caddy; cell phone # 970-210-6872

Restrictions, (installation and/or use):
Not compatible in the same concrete mixtures with naphthalene based admixtures, such as MasterRheobuild 1000.

Use of the product, (be specific to CDOT highway activities only): )
Water-Reducing or Water Reducing and Accelerating admixture.

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’'s products):

* Improved performance with a wide range of cements, fly ashes, silica fume, slag cement and aggregates (including coarse and manufactured sands)
» Opportunity to increase the level of fly ash or slag cement replacement in a given concrete mixture.

» Reduced in-place concrete costs

Specifications: (listing those applicable is required)

[O] CDOT :711.03

C1 ASTM : C494 Type A, Type C, Type E

O AASHTO: M194 Type A, Type C, Type E

O FHwWA

O other

Certificate of Compliance (COC) provided ||:| Certificate of Verification (COV) provided for select categories ONLY

Product Testing: (National/independent laboratories or universities with Report Date.) Certified Test Report (CTR) provided to validate all claims.

[ NTPEP-AASHTO: CADD-2018-01-035, CADD-2018-01-037
O FHwA

O other

O other

[ other

State DOT Approvals, (current documentation required): MO, OR, OK | Expiration Date 4 Years)02-18=2027

Sample submitted: [ yes [ no O n/a | Safety Data Sheets (SDS): [Jyes [ no [ na

Alternate Product Category:

CDOT Product RESTRICTIONS by CDOT Evaluator: ) )
Evaluators Signature:
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