
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4201 East Arkansas Avenue
Denver, Colorado  80222

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of product, (be precise, include product differentiation between your products &/or competitor’s products):

Usage of product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (identify specifically those applicable) & Certificate of Compliance (submittal required):

❑  CDOT :

❑  ASTM :

❑  AASHTO:

❑  FHWA :

❑  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

❑  NTPEP-AASHTO:

❑  HITEC or FHWA :

❑  FHWA or other :

❑  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:❑  yes ❑  no ❑  n/a Materials Safety Data Sheets (MSDS):❑  yes ❑  no ❑  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:

CDOT Form #595     01/02

Submit >


	product name: EUCON® RD1
	product category: Concrete\Admixture\Water Reducing, High Range & Retarding 
	product rep: The Euclid Chemical Company        {R.J. Bucheral}
19218 Redwood Road
Cleveland, OH  44110
	rep phone #: 216-531-9222
	rep fax #: 216-531-9399
	mfg name: The Euclid Chemical Company        {R.J. Bucheral}
19218 Redwood Road
Cleveland, OH  44110
	mfg phone #: 216-531-9222
	mfg fax #: 216-531-9399
	product description: EUCON RD1 is a high range water reducing admixture.

ASTM C 494: Type A - Water Reducing admixture, Type B - Retarding admixture, Type D - Water-Reducing and Retarding admixture, Type F - Water-Reducing, High Range admixture, Type G - Water-Reducing, High Range, and Retarding admixture.
	product useage: This product will be utilized by concrete ready mix customers.
	cdot benefits: Can achieve water reduction up to 30%, effective steam curing when applicable, improved durability, less shrinkage and related cracking. The plastic effect of concrete can last up to 90 minutes depending on temperature and dosage rate.
	spec cdot: Off
	spec cdot text: 
	spec astm: Yes
	spec astm text: C 494
	spec aashto: Yes
	spec aashto text: M 194, Type A, B, D, F & G
	spec fhwa: Off
	spec fhwa text: 
	spec other: Off
	spec other text: 
	test ntpep aashto: Off
	test ntpep aashto text: 
	test hitec fhwa: Off
	test hitec fhwa text: 
	test fhwa other: Off
	test fhwa other text: 
	test other: Yes
	test other text: Raba Kistner Consultants, Inc.
	stat dot app: 
	eval procedure: 
	sample sub: 2
	msds: 1
	notes comments: Sample will be provided on your request.  Previously submitted under Product Evaluation Reference No. 880-97.
	mfg wed site: www.euclidchemical.com
	MailPDF: 
	ref #: 2104-00


