
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4201 East Arkansas Avenue
Denver, Colorado  80222

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of product, (be precise, include product differentiation between your products &/or competitor’s products):

Usage of product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (identify specifically those applicable) & Certificate of Compliance (submittal required):

❑  CDOT :

❑  ASTM :

❑  AASHTO:

❑  FHWA :

❑  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

❑  NTPEP-AASHTO:

❑  HITEC or FHWA :

❑  FHWA or other :

❑  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:❑  yes ❑  no ❑  n/a Materials Safety Data Sheets (MSDS):❑  yes ❑  no ❑  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:
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	product name: Baracade Silane 40
	product category: Concrete\Finishing Products\Sealers/Waterproofing
	product rep: Tamms Industries                             {Ian Wienholt}
13360 Ash Circle
Thornton, CO  80241
	rep phone #: 720-929-8366
	rep fax #: 720-929-8367
	mfg name: Tamms Industries
3835 State Route 72
Kirkland, IL  60146
	mfg phone #: 800-862-2667
	mfg fax #: 815-552-2323
	product description: Baracade Silane 40 is a complete solution of alkylalkoxysilane in a special blend of clear petroleum distillates.  It is a ready-to-use deep penetrating water repellant.  It is colorless, non-staining, non-yellowing, and non-film sealer used to protect concrete and masonry surfaces without altering the appearance or the texture of the treated surface.  Baracade Silane 40 is breathable and complies with current Federal AIM VOC regulations.
	product useage: For bridge decks and sidewalks.
	cdot benefits: Baracade Silane 40 is formulated to protect horizontal, above grade concrete wearing surfaces including precast, prestressed, poured-in-place, exposed aggregate, lightweight and air entrained concrete from damaging environmental elements and physical degradation.  
	spec cdot: Off
	spec cdot text: 
	spec astm: Yes
	spec astm text: C 666, C 672
	spec aashto: Off
	spec aashto text: 
	spec fhwa: Off
	spec fhwa text: 
	spec other: Yes
	spec other text: NCHRP 244
	test ntpep aashto: Off
	test ntpep aashto text: 
	test hitec fhwa: Off
	test hitec fhwa text: 
	test fhwa other: Off
	test fhwa other text: 
	test other: Yes
	test other text: Robert L. Nelson & Associates, Inc. \ DL Laboratories
	stat dot app: 
	eval procedure: 
	sample sub: 1
	msds: 1
	notes comments: 
	mfg wed site: www.tamms.com
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