
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4201 East Arkansas Avenue
Denver, Colorado  80222

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of product, (be precise, include product differentiation between your products &/or competitor’s products):

Usage of product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (identify specifically those applicable) & Certificate of Compliance (submittal required):

❑  CDOT :

❑  ASTM :

❑  AASHTO:

❑  FHWA :

❑  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

❑  NTPEP-AASHTO:

❑  HITEC or FHWA :

❑  FHWA or other :

❑  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:❑  yes ❑  no ❑  n/a Materials Safety Data Sheets (MSDS):❑  yes ❑  no ❑  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:

CDOT Form #595     01/02

Submit >


	product name: FloGard Plus Catch Basin Insert
	product category: Environmental\Sediment Control\Catch Basin Insert
	product rep: Kristar Enterprises, Inc.                   {George Simms}6150 Elbert PlaceParker, CO 80134
	rep phone #: 3038414462
	rep fax #: 3038403303
	mfg name: Kristar Enterprises, Inc.      {Jon McDonald}P.O. Box 7352Santa Rosa, CA 95407
	mfg phone #: 800-5798819
	mfg fax #: 7075248186
	product description: FloGard Plus Catch Basin Inserts are a multi-purpose catch basin insert designed to capture sediment, trash, debris, and oils/grease from low (first flush) flows.  A unique dual high-flow bypass allows flows to bypass the device while retaining sediments and larger floatables (debris and trash) and allows sustained maximum design flows under extreme weather conditions.  Effectively removes 80% TSS (total suspended solids) or typical street runoff particulate.  70% - 80% oil and grease removal.   Models available for a wide range of dimensions, solids storage capacities, filtered flow rates, and total bypass capacities.
	product useage: As a Best Management Practice (BMP) tool in achieving stormwater quality objectives.
	cdot benefits: Lower installation, inspection and maintenance costs.  Versatile installation applications.  Higher return on investment.  Allows for installation on small and confined sites.  Minimizes vector, bacteria and odor problems.  Allows user to target specific pollutants.
	spec cdot: Yes
	spec cdot text: Standard Specifications, Section 208
	spec astm: Off
	spec astm text: 
	spec aashto: Off
	spec aashto text: 
	spec fhwa: Off
	spec fhwa text: 
	spec other: Off
	spec other text: 
	test ntpep aashto: Off
	test ntpep aashto text: 
	test hitec fhwa: Off
	test hitec fhwa text: 
	test fhwa other: Off
	test fhwa other text: 
	test other: Yes
	test other text: Univ. of CA (06/22/01)&(07/06/01)&(02/20/02); Univ. of Auckland, NZ (05/2003); Univ. of HI (03/04)
	stat dot app: 
	eval procedure: Review testing and field study data submitted to verify accuracy of product claims.
	sample sub: 2
	msds: 2
	notes comments: Like all products subject to nature or human activities, the product needs periodic maintenance.
	mfg wed site: www.kristar.com
	MailPDF: 
	ref #: 2328-01


