
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4201 East Arkansas Avenue
Denver, Colorado  80222

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of product, (be precise, include product differentiation between your products &/or competitor’s products):

Usage of product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (identify specifically those applicable) & Certificate of Compliance (submittal required):

❑  CDOT :

❑  ASTM :

❑  AASHTO:

❑  FHWA :

❑  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

❑  NTPEP-AASHTO:

❑  HITEC or FHWA :

❑  FHWA or other :

❑  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:❑  yes ❑  no ❑  n/a Materials Safety Data Sheets (MSDS):❑  yes ❑  no ❑  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:
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	product name: US SPEC Slow-Bond 6500
	product category: Adhesive\Bonding\Epoxy
	product rep: US SPEC                                          {Joel Levenberg}112 South Santa Fe DriveDenver, Colorado 80223
	rep phone #: 303-778-7227
	rep fax #: 3037228426
	mfg name: US Mix112 South Santa Fe DriveDenver, Colorado 80223
	mfg phone #: 3037787227
	mfg fax #: 3037228426
	product description: US SPEC Slow-Bond 6500 is a two component, 1-1 mixing ratio, solvent free, moisture insensitive, vapor barrier forming, structural epoxy adhesive for applications where a long working time is needed.  While epoxies meant for this application normally have pot lifes of 30 minutes,  US SPEC Slow-Bond 6500 has a pot life of 2 hours, and a working time of 8 hours at 72° F.  The Gel Time is 2 hours, the compressive strength is 8100 psi.  Slow-Bond 6500 requires both ambient and substrate temperatures to fall within the range of 40° - 122°F.                                            
	product useage: US SPEC Slow-Bond 6500 is ideal for bonding existing concrete slabs to fresh green concrete when a long working time is needed.
	cdot benefits: US SPEC Slow-Bond 6500 will enable CDOT to offer their highway contractors an epoxy bonding agent that will allow for longer working times during summer months.
	spec cdot: Off
	spec cdot text: 
	spec astm: Yes
	spec astm text: C 881, Types I, II & V, Grade 2, Classes B & C Epoxy Resin Adhesives
	spec aashto: Off
	spec aashto text: 
	spec fhwa: Off
	spec fhwa text: 
	spec other: Off
	spec other text: 
	test ntpep aashto: Off
	test ntpep aashto text: 
	test hitec fhwa: Off
	test hitec fhwa text: 
	test fhwa other: Off
	test fhwa other text: 
	test other: Yes
	test other text: Professional Service Industries, Inc. (02/11/2003); Construction Materials Technologies (05/09/2003)
	stat dot app: 
	eval procedure: 
	sample sub: 1
	msds: 1
	notes comments: 
	mfg wed site: http://www.usspec.com
	MailPDF: 
	ref #: 2453-03


