COLORADO DEPARTMENT OF TRANSPORTATION APL Reference No.

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY | 2460-21

Product Evaluation Coordinator M €20
Colorado Department of Transportation 711.02.01.00
4670 North HoIIy Street. Unit A Material Code description full name
Denver, Colorado 80216 Concrete, Admixture
PART 1
Product name: Product category:
Accelguard NCA [Type E] Concrete \ Admixture \ Water-Reducing & Accelerating
Product Representative (name & address): Manufacturer (name & address):
Attn: Mark Ferfolia Jr. Attn: Mark Ferfolia Jr.
The Euclid Chemical Company The Euclid Chemical Company
19215 Redwood Rd. 19215 Redwood Rd.
Cleveland, Ohio 44110 Cleveland, Ohio 44110
Phone: (216) 692-8342 E-mail: mferfolia@euclidchemical.com Phone: (216) 692-8342 E-mail: mferfolia@euclidchemical.com
Web-site address: http://www.euclidchemical.com Web-site address: http://www.euclidchemical.com

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)
Accelguard NCA is an accelerating and water reducing admixture for concrete. It improves properties of plastic and hardened concrete, provides a significant
improvement in early stiffening and setting characteristics, improved workability and decreased bleeding and segregation. ACCELGUARD NCA contains no
added chlorides or chemicals known to promote the corrosion of steel, is compatible with air-entraining admixtures, HRWR admixtures (super plasticizers), and
conventional water reducing admixtures. ACCELGUARD NCA works well at all temperatures but has shown to be most effective in the 35°F to 50°F (2°C to
10°C).

Restrictions, (installation and/or use):
Keep concrete from freezing until a minimum of 500 psi (3.5 MPa) is achieved.

Use of the product, (be specific to CDOT highway activities only):
« Cold weather concreting * Precast and post tensioned concrete * Structural and plain concrete

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’'s products):

* Reduces initial set 1 to 4 hours depending on concrete temperatures * Improves workability and provides denser concrete ¢
Minimizes bleeding and segregation « Improves compressive strength development at early ages « Decreases overtime allowing
earlier finishing * Increases protection for reinforcement in concrete * Decreases concrete form stripping times

Specifications: (listing those applicable is required)

[O] CDOT :711.03

1 ASTM : c494

[C1 AASHTO: M194 (Type E)

O FHWA

O other

[l Certificate of Compliance (COC) provided ||:| Certificate of Verification (COV) provided for select categories ONLY

Product Testing: (National/independent laboratories or universities with Report Date.) Certified Test Report (CTR) provided to validate all claims.
[0 NTPEP-AASHTO: CADD-2019-01-001 and CADD-2019-001-002
O FHWA
O other
O other
[ other

State DOT Approvals, (current documentation required): Attached - 32 DOT Contacts | Expiration Date 4 Years'790-18=2025

Sample submitted: O yes & no [ n/a | Safety Data Sheets (SDS): [0] yes [ no O na

Alternate Product Category:

CDOT Product RESTRICTIONS by CDOT Evaluator: ) )
Evaluators Signature:
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