
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4201 East Arkansas Avenue
Denver, Colorado  80222

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of product, (be precise, include product differentiation between your products &/or competitor’s products):

Usage of product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (identify specifically those applicable) & Certificate of Compliance (submittal required):

❑  CDOT :

❑  ASTM :

❑  AASHTO:

❑  FHWA :

❑  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

❑  NTPEP-AASHTO:

❑  HITEC or FHWA :

❑  FHWA or other :

❑  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:❑  yes ❑  no ❑  n/a Materials Safety Data Sheets (MSDS):❑  yes ❑  no ❑  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:
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	product name: Dibond
	product category: Traffic Control\Traffic Control Enhancements\Miscellaneous
	product rep: Alcan Composites USA, Inc.            {Kellie Fish}
208 West 5th Street
Benton, KY 42025 
	rep phone #: 270-527-4290
	rep fax #: 270-527-4201
	mfg name: Alcan Composites USA, Inc.      {Kellie Fish}
208 West 5th Street
Benton, KY 42025 
	mfg phone #: (270) 527-4290
	mfg fax #: (270) 527-4201
	product description: Dibond is a 2 mm (.079") thick aluminum composite material consisting of two thin skins of aluminum over a polyethylene core.  The aluminum skins have a coil coated baked on polyester finish.  Dibond can be used as a lightweight but durable alternative to .080" aluminum, plastic sheeting, and fabric rollups.  Dibond is cost competitive, easy to fabricate, and durable for exterior applications.
	product useage: Temporary, portable work zone signage.
	cdot benefits: Dibond has proved to be an ideal substrate for the requirements of NCHRP 350 through testing on a variety of sign stands including "X" footprint, breakaways, tripods, and "A" frames.  Dibond is very lightweight, making it easy to handle and process both in the fabricating shop and later on the roadways.  Dibond is also very durable and is approved for use with major reflective sheeting brands including 3M, Avery Dennison, and Nippon Carbide.
	spec cdot: Off
	spec cdot text: 
	spec astm: Yes
	spec astm text: C 177, C 273, C 297, C 365, D 638
	spec aashto: Off
	spec aashto text: 
	spec fhwa: Yes
	spec fhwa text: NCHRP 350 ( for Test Level 3 devices), HSA-1/WZ-79
	spec other: Off
	spec other text: 
	test ntpep aashto: Off
	test ntpep aashto text: 
	test hitec fhwa: Off
	test hitec fhwa text: 
	test fhwa other: Off
	test fhwa other text: 
	test other: Yes
	test other text: E-TECH Testing Services; SGS U.S. Testing Company Inc.
	stat dot app: CA, GA, MD, NY, SC, TN
	eval procedure: Samples can be supplied, free of charge, for evaluation purposes.
	sample sub: 1
	msds: 1
	notes comments: If you have any questions, please feel free to contact Kellie Fish at (270) 527-4290.
	mfg wed site: www.alcancompositesusa.com
	MailPDF: 
	ref #: 2478-03


