
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4201 East Arkansas Avenue
Denver, Colorado  80222

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of product, (be precise, include product differentiation between your products &/or competitor’s products):

Usage of product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (identify specifically those applicable) & Certificate of Compliance (submittal required):

❑  CDOT :

❑  ASTM :

❑  AASHTO:

❑  FHWA :

❑  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

❑  NTPEP-AASHTO:

❑  HITEC or FHWA :

❑  FHWA or other :

❑  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:❑  yes ❑  no ❑  n/a Materials Safety Data Sheets (MSDS):❑  yes ❑  no ❑  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:
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	product name: WRDA 35
	product category: Concrete\Admixture\Water Reducing & Retarding
	product rep: W.R. Grace & Co.                           {Curtt Coppage}8101 Midway DriveLittleton, CO 80125
	rep phone #: 303-885-4641
	rep fax #: 303-296-9245
	mfg name: W.R. Grace & Co.              {Denise White}62 Whittemore AvenueCambridge, MA 02140
	mfg phone #: 617-498-4555
	mfg fax #: 617-234-7576
	product description: WRDA 35 is an aqueous solution of complex organic compounds containing a catalyst which promotes more complete hydration of portland cement. It is a  dark brown, low viscosity liquid, ready-to-use as received water reducing admixture.  Meets AASHTO M 194 for a Type A and Type D.  WRDA 35 is manufactured under rigid control which provides uniform, predictable performance.
	product useage: WRDA 35 produces a concrete with lower water content, greater plasticity & higher strength which is less permeable & more durable.  It is used in ready-mix  plants, job site plants & concrete pavers, for normal weight & light weight concrete . The data sheet has more info.
	cdot benefits: As a dispersing agent, WRDA 35 lessens the natural interparticle attraction between cement grains in water.  It does this by colloidal action, by absorption on the cement particles thus reducing their tendency to clump together & makes the mix more workable with less water.  As a cement catalyst, WRDA 35 effects a more complete hydration of the cement beginning immediately after the cement & water come together.  This occurs at the lower additions of WRDA 35 or immediately after a period of designed & controlled hydration at the higher additions.
	spec cdot: Off
	spec cdot text: 
	spec astm: Yes
	spec astm text: C 494 Type A & Type D
	spec aashto: Yes
	spec aashto text: M 194 Type A & Type D
	spec fhwa: Off
	spec fhwa text: 
	spec other: Off
	spec other text: 
	test ntpep aashto: Off
	test ntpep aashto text: 
	test hitec fhwa: Off
	test hitec fhwa text: 
	test fhwa other: Off
	test fhwa other text: 
	test other: Yes
	test other text: Briggs Engineering & Testing; Law Engineering & Environmental; CTL Group
	stat dot app: Alabama, Georgia, Iowa, Maryland, Pennsylvania, Virginia, West Virginia 
	eval procedure: 
	sample sub: 3
	msds: 1
	notes comments: 
	mfg wed site: www.graceconstruction.com
	MailPDF: 
	ref #: 2700-05


