COLORADO DEPARTMENT OF TRANSPORTATION APL Reference No.

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY | 276522

Product Evaluation Coordinator METE] CEE0
Colorado Department of Transportation 612.02.04.00
4670 North HoIIy Street. Unit A Material Code description full name
Denver, Colorado 80216 Reflector, Median Barrier
PART 1
Product name: Product category:
PCBM-15 Traffic Control/Reflective Element\Reflector/Barrier (Solid Wall) Marker
Product Representative (name & address): Manufacturer (name & address):
Attn: Eric Marquez Attn: Craig Schulz
Pexco LLC Pexco LLC
3110 70th Ave East 3110 70th Ave East
Tacoma, WA 98424 USA Tacoma, WA 98424 USA
Phone: (253) 284-8000 E-mail: eric.marquez@pexco.com Phone: (253) 284-8000 E-mail: hwysales@pexco.com
Web-site address: i\ hexco.comtraffic Web-site address: yw pexco.comtratic

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

PCBM-15 is made of a high-impact weathering engineering thermoplastic. The barrier marker exceeds the minimum MUTCD requirement for retroreflectivity. It
is L-shaped, 8 inches tall and 3 inches wide to provide 15 square inches of reflective area. Holes are provided in the base to allow for adhesive or bolt
mounting.

Note: This is a re-submittal of a product previously approved for use on Form 595-1/19
SAMPLES are available at no cost to the DOT upon request. (2023 Annual Certification-Submitted Dec 2022)

Restrictions, (installation and/or use):
Barrier reflectors with a built-in flexible hinge are recommended for high frequency impact areas; the PCBM-15 is impact resistant, but not hinged.

Use of the product, (be specific to CDOT highway activities only):
Side to top-mount delineation of concrete "New Jersey", barrier wall bridge parapets and guardrail blocks.

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’'s products):
Barrier reflectors, improve delineation nd give motorists added response time when driving through work zones or areas with
changing alignment , especially at night.The reflective tape on this 8-inch tall top-mount marker sit above snow that settles on
the Jersey Barriers, providing delineation even in winter conditions.

Specifications: (listing those applicable is required)

[O] CDOT : standard Specifications for Road and Bridge Construction 612.02 & 713.10, S-612-1

[C1 ASTM : D4956 Reflective Sheeting

O AASHTO:

O FHwWA

Bl other  :2009 MUTCD

Certificate of Compliance (COC) provided ||:| Certificate of Verification (COV) provided for select categories ONLY

Product Testing: (National/independent laboratories or universities with Report Date.) Certified Test Report (CTR) provided to validate all claims.
0 NTPEP-AASHTO:
O FHWA
O other
O other
[ other

State DOT Approvals, (current documentation required): CO, ID, IL, NC, OK, OR | Expiration Date 5 Years!/02-06-2028

Sample submitted: 1 yes [ no O n/a | Safety Data Sheets (SDS): [Jyes [ no [ n/a

Alternate Product Category:

CDOT Product RESTRICTIONS by CDOT Evaluator: ) )
Evaluators Signature:
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