COLORADO DEPARTMENT OF TRANSPORTATION APL Reference No.

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY | 428722

Product Evaluation Coordinator MEETE] €20
Colorado Department of Transportation 708.05.03.00
4670 North HoIIy Street. Unit A Material Code description full name
Denver, Colorado 80216 Traffic Control, Waterborne; Hi-Build
PART 1
Product name: Product category:
Yellow CO HB TRF FD (UC35-43439) TC\PMM\Waterborne Hi-Build Paint
Product Representative (name & address): Manufacturer (name & address):
Attn: Kelly Hanks Attn: Kelly Hanks
Diamond Vogel Diamond Vogel
1020 Albany Place S.E. 1020 Albany Place S.E.
PO Box 80 Orange City, IA 51041
Orange City, IA 51041
Phone: (712) 737-4993 E-mail: kelly.hanks@diamondvogel.com Phone: (712) 737-4993  E-mail: kelly.hanks@diamondvogel.com
i . . Web-si : .
Web-site address: www.diamondvogel.com eb-site address www.diamondvogel.com

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

Yellow CO HB TRF FD is a high solids, fast dry waterborne traffic paint. It can be applied by airless or air atomized equipment to an optimal thickness of 25
wet mils.

Total Solids %: >77

Pigment % by wt: 60 - 62

NV Vehicle % by wt: > 43

Weight per gallon (Ibs.): 13.7 - 14.3

Viscosity @ 77°F: 85 - 95 KU

Contrast Ratio @ 15 mils wft: >0.98

Directional Reflectance, 15 mils wft: > 50

No pick-up time: < 10 minutes

Restrictions, (installation and/or use):
Do not apply when temperatures are below 50°F

Use of the product, (be specific to CDOT highway activities only):
For striping streets, highways, or other traffic surfaces including driveways, parking lots, curbs, and airport runways.

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’'s products):

- Increased durability

- Fast dry to reduce tracking

- Higher mils increases the ability to hold larger beads for increased retroreflectivity
- Good bead adhesion to improve visibility and increase safety

Specifications: (listing those applicable is required)

[O] CDOT : standard Specifications, Section 708.05(a), Table 708-1

[0 AST™M

O AASHTO:

O FHwWA

0 other  : Federal Specification TT-P-1952F Type III

Certificate of Compliance (COC) provided ||:| Certificate of Verification (COV) provided for select categories ONLY

Product Testing: (National/independent laboratories or universities with Report Date.) Certified Test Report (CTR) provided to validate all claims.

[0 NTPEP-AASHTO:

O FHwA

O other : Future Labs, LLC (Report Date: Sept. 26, 2017)

O other :

[ other :
State DOT Approvals, (current documentation required): | Expiration Date 5 Years) 05-25:2027
Sample submitted: d yes  [E] no O n/a | Safety Data Sheets (SDS): O] yes [ no [Id n/a

Alternate Product Category:

CDOT Product RESTRICTIONS by CDOT Evaluator: ) )
Evaluators Signature:
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	matcodedes: Traffic Control, Waterborne, Hi-Build
	prodname: Yellow CO HB TRF FD (UC35-43439)
	prodcat: TC\PMM\Waterborne Hi-Build Paint
	prodrepattn: Kelly Hanks
	prodrepaddress: Diamond Vogel
1020 Albany Place S.E.
PO Box 80
Orange City, IA  51041
	prodrephone: 712-737-4993
	prod email: kelly.hanks@diamondvogel.com
	prodweb: www.diamondvogel.com
	prodmanattn: Kelly Hanks
	prodmanaddress: Diamond Vogel
1020 Albany Place S.E.
Orange City, IA  51041
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Directional Reflectance, 15 mils wft: > 50
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	prodbene: - Increased durability
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