COLORADO DEPARTMENT OF TRANSPORTATION

APL Reference No.

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY | 5041-24

Product Evaluation Coordinator
Colorado Department of Transportation
4670 North Holly Street, Unit A
Denver, Colorado 80216

Material Code
709.04.02.00

Material Code description full name
Concrete, Reinforcing Fiber, Plastic

PART 1

Product name:
Strux 75/32 (4.5 per cu./yd.)

Product category:
Concrete\Fiber\Macro Fiber

Product Representative (name & address):
Attn: Bob Hoopes

GCP Applied Technologies
100 Research Drive
Wilmington, MA 01887
Phone: (508) 878-2397 E-mail: robert.j.hoopes@gcpat.com

Manufacturer (name & address):
Attn: Bob Hoopes
GCP Applied Technologies
100 Research Avenue
Wilmington, MA 01887

Phone: (508) 878-2397 E-mail: robert.j.hoopes@gcpat.com

Web-site address: gcpat.com

Web-site address: gcpat.com

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)
STRUX 75/32 is a high strength, high modulus synthetic macrofiber that improves the toughness (residual flexural strength), impact and fatigue resistance
properties of concrete, while also controlling plastic shrinkage cracks. STRUX 75/32 is 1.25 inches in length with an aspect ratio of 75. STRUX 75/32 is
specifically designed to replace welded wire fabric, steel fibers and light rebar reinforcement in applications including bridge decks, slab-on-ground flooring,
thin-walled precast applications and composite steel floor deck assemblies.

Restrictions, (installation and/or use):

Use of the product, (be specific to CDOT highway activities only):
Bridge decks, bridge piers, whitetopping, thin overlays, concrete repair along with many other potential applications

4. Corrosion resistant and superior dispersion properites

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’'s products):

1. Will eliminate cracks or minimize crack widths at the surface of the concrete, thereby improving durability resulting in longer life cycle
2. Provide impact and fatigue resistance improvements in applications including bridge decks
3.User friendly synthetic fibers (vs steel) provide safety improvements for contractors and others handling fibers

Specifications: (listing those applicable is required)

[C] CDOT :709.04/601.03

C1 ASTM  : 1609

[C1 AASHTO:

O FHwWA

O other

Certificate of Compliance (COC) provided

||:| Certificate of Verification (COV) provided for select categories ONLY

[0 NTPEP-AASHTO:
O FHwWA

O other
] other

Product Testing: (National/independent laboratories or universities with Report Date.) Certified Test Report (CTR) provided to validate all claims.

O other . TEC Laboratory No.: 19-475-4 (May 6, 2019)

State DOT Approvals, (current documentation required): approved at 5 DOT's

| ExpirationDate 4 Years ) 02/27/2028

Sample submitted: EI yes E no

O n/a | Safety Data Sheets (SDS): D] yes [ no [ n/a

Alternate Product Category:

CDOT Product RESTRICTIONS by CDOT Evaluator:

Evaluators Signature:
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