COLORADO DEPARTMENT OF TRANSPORTATION APL Reference No.

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY | 5195-21

Product Evaluation Coordinator MEETE] CEE0
Colorado Department of Transportation 702.06.01.00
4670 North HoIIy Street. Unit A Material Code description full name
Denver, Colorado 80216 Sealant, Hot Poured Type ll
PART 1
Product name: Product category:
Macseal 6690-2 (Lot 151177) Sealant [Joint&Crack]\Hot Poured ASTM D 6690 Type II
Product Representative (name & address): Manufacturer (name & address):
Attn: Chelsea Schonberg Attn: Chelsea Schonberg
McAsphalt Industries Limited McAsphalt Industries Limited
8800 Sheppard Avenue East 1221 Farewell Street
Toronto, ON. M1B 5R4 Oshawa, ON. L1H 6N8
Phone: (905) 436-2946 E-mail: cschonberg@mcasphalt.com Phone: (905) 436-2946  E-mail: cschonberg@mcasphalt.com
-Si : Web-si :
Web-site address: vy mcasphalt.com eb-site addresS: yyww. measphatt.com

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)
MACSEAL 6690-2 (Lot 151177) is a premium-quality, high-performance, hot-applied, single-component joint and crack sealant. MACSEAL 6690-2 is a
formulated blend of engineered asphalts, virgin polymers, synthetic rubbers, reinforcing fillers, anti-oxidants, and UV inhibitors. This product offers advanced
low-temperature bonding properties, prolonged resistance to degradation from weather and a positive seal during the expansion and contraction of the joint or
crack. It remains ductile and highly resilient at low and high service temperatures.

Samples can be submitted by request

Restrictions, (installation and/or use):
For detailed MACSEAL 6690-2 joint and crack preparation or specific application instructions, refer to specifying agency publications attached

Use of the product, (be specific to CDOT highway activities only):
MACSEAL 6690-2 is recommended for the large-scale sealing of joints and random cracks in Portland cement concrete and asphalt pavements.

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’'s products):

Each lot of Macseal is produced using the strictest quality, safety, and environmental guidelines. Each production lot is tested to ensure it meets or exceeds all performance requirements and
is delivered with a Certificate of Analysis. Its is engineered for moderate to cold in-service climate temperatures and it is easy to install via a gravity-fed mechanism.

MACSEAL 6690-2's durability can save long-term costs in terms of maintenance, repairs and the eventual need to rebuild. This can be cost effective as you can continually repair the road
instead of rebuilding all together.

Specifications: (listing those applicable is required)

CDOT : 702.
ASTM  : D-6690 Type Il
AASHTO: M 324-04

m=imi=)= i

FHWA
other : Federal Specification SS-S-1401-C; FAA Specification P-605 Type Ill; CORPS of Engineers CRD-C530
Certificate of Compliance (COC) provided ||:| Certificate of Verification (COV) provided for select categories ONLY

Product Testing: (National/independent laboratories or universities with Report Date.) Certified Test Report (CTR) provided to validate all claims.
O NTPEP-AASHTO: CS-2017-01-005
O FHWA
O other
O other
[ other

State DOT Approvals, (current documentation required): | Expiration Date 3 Years)01-27-2024

Sample submitted: 1 yes [ no O n/a | Safety Data Sheets (SDS): [ yes [ no [ n/a

Alternate Product Category:

CDOT Product RESTRICTIONS by CDOT Evaluator: ) )
Evaluators Signature:
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