COLORADO DEPARTMENT OF TRANSPORTATION APL Reference No.

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY | 531021

Product Evaluation Coordinator METE] €20
Colorado Department of Transportation 601.09.01.00
4670 North HoIIy Street. Unit A Material Code description full name
Denver, Colorado 80216 Concrete, Patching Material
PART 1
Product name: Product category:
EucoRepair SCC Fast Concrete\Repair/Patching\Rapid Set, Horizontal
Product Representative (name & address): Manufacturer (name & address):
Attn: Mark Ferfolia Jr. Attn: Mark Ferfolia Jr.
Euclid Chemical Company Euclid Chemical Company
19215 Redwood Road 19215 Redwood Road
Cleveland, Ohio 44110 Cleveland, Ohio 44110
Phone: (216) 692-8342 E-mail: mferfolia@euclidchemical.com Phone: (216) 692-8342 E-mail: mferfolia@euclidchemical.com
Web-site address: | .\ o clidchemical.com Web-site address: \\, o\ clidchemical.com

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

EucoRepair SCC Fast is a fast setting, one component, cementitious, self-consolidating repair mortar that is shrinkage compensated, pozzolan and microfiber
modified, and contains an integral corrosion inhibitor. It is designed for horizontal and formed vertical and overhead structural repairs in applications from 1 inch
(2.5 cm) to full depth where a faster return to service is required. This material is non-metallic and non-staining. Compressive Strength ASTM C39, 3 x 6 in
cylinder - 2 hour...2,500 psi (17 MPa) 1 day...4,500 psi (31 MPa) 7 days...6,000 psi (41 MPa). Freeze/Thaw Resistance ASTM C666 Procedure A

300 cycles...>95% relative dynamic modulus. Set Time ASTM C403 Initial...approx. 50 minutes. Length Change ASTM C157, 50% RH @ 23°C (73°F)

(3" x 3" x 11” specimens were removed from molds @ 24 hours) 28 day shrinkage...<0.020%. Rapid Chloride Permeability ASTM C1202 28 days...<300
coulombs. Slant Shear Bond Strength ASTM C882 (3” x 6” specimens per TXDOT) - 1 day...2,200 psi (15 MPa) 7 days...3,200 psi (22 MPa) 28 days...3,500
psi (24 MPa).

Restrictions, (installation and/or use):

The application temperature range of EucoRepair SCC Fast is 45 to 95°F (7 to 35°C).

Use of the product, (be specific to CDOT highway activities only):
- Parking decks - Pavements - Joint repairs - Vertical & overhead formed repairs - Equipment bases - Beams - Balconies

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’'s products):

- Shrinkage compensation and reduction to minimize cracking - Pre-mixed with pea gravel, ready-to-use - Low permeability with excellent freeze-thaw resistance
- Pozzolan and microfiber modified - Contains an integral corrosion inhibitor - Rapid-hardening allows user to strip forms same day - Can be coated 5 hours after
final set

Specifications: (listing those applicable is required)

[C] CDOT :601.09

Cl ASTM :co928R2

O AASHTO:

O FHWA

O other

[l Certificate of Compliance (COC) provided ||:| Certificate of Verification (COV) provided for select categories ONLY

Product Testing: (National/independent laboratories or universities with Report Date.) Certified Test Report (CTR) provided to validate all claims.
O NTPEP-AASHTO: RSCP-17-01-014
O FHWA
O other
O other
[ other

State DOT Approvals, (current documentation required): | Expiration Date 4 Years/08-09:2025

Sample submitted: 1 yes [ no O n/a | Safety Data Sheets (SDS): [ yes [ no [ n/a

Alternate Product Category:

CDOT Product RESTRICTIONS by CDOT Evaluator: ) )
Evaluators Signature:
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