COLORADO DEPARTMENT OF TRANSPORTATION APL Reference No.
PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY | 5426-22

Product Evaluation Coordinator M €20
Colorado Department of Transportation 711.02.01.00
4670 North HoIIy Street. Unit A Material Code description full name
Denver, Colorado 80216 Concrete, Admixture
PART 1
Product name: Product category:
Slick-Pak 11 97136 (Type S) Concrete/Admixture/Specific Performance
Product Representative (name & address): Manufacturer (name & address):
Attn: David Ojeda Attn: David Ojeda
Fritz-Pak Corporation Fritz-Pak Corporation
4821 Eastover Circle 4821 Eastover Circle
Mesquite, TX 75149 Mesquite, TX 75149
Phone: (214) 221-9494 E-mail: dot@fritzpak.com Phone: (214) 221-9494 E-mail: dot@fritzpak.com
Web-site address: www.fritzpak.com Web-site address: \ , titzpak.com

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

Slick-Pak Il is a pump primer and pumping aid concrete admixture. Slick-Pak Il has a higher proportion of thickeners, thus it is better suited as a pumping aid,
as well as being an excellent pump primer. Slick-Pak Il reduces line pressure, improves flow properties and increases the rate and range of pumpability. As a
pumping aid remove the protective outer bag and add the patented water-soluble Fritz-Pak inner bag directly to the concrete or grout mix in the ready-mix
truck. Mix at high speed for 7 to 10 minutes to ensure that the Slick-Pak Il is uniformly dispersed throughout the mix. As a pump primer add the water-soluble
inner bag directly into water. Mix for 1-2 minutes and allow the mixture to set for at least 5 minutes. Pour into the priming port or hopper just prior to pumping, it
is possible to mix the product directly in the hopper.

Restrictions, (installation and/or use):
Product should be handled so as not to break inner water-soluble bags before use. Product should not be inhaled if inner bag is broken.

Use of the product, (be specific to CDOT highway activities only):
Concrete pump primer and pumping aid.

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’'s products):
Slick-Pak Il is a powder which makes it less costly to ship and to store than liquid products. It does not freeze, and if kept in a
dry place will have a long shelf life. Other advantages are that it reduces friction and line pressure. Plus decreases horsepower
required for pumping and decreases wear on equipment.

Specifications: (listing those applicable is required)

[O] CDOT :711.03

O ASTM :C494TYPES

[0 AASHTO: M 194 TYPE S

O FHwWA

O other

Certificate of Compliance (COC) provided ||:| Certificate of Verification (COV) provided for select categories ONLY

Product Testing: (National/independent laboratories or universities with Report Date.) Certified Test Report (CTR) provided to validate all claims.

[ NTPEP-AASHTO: CADD-2020-01-057 American Engineering Testing, Inc AET Project No. 29-20780 September 22, 2021
0 FHWA

O other

O other

[ other
State DOT Approvals, (current documentation required): See attached | Expiration Date 4 Years!/06-10-2026
Sample submitted: [1 yes [ no [ n/a | Safety Data Sheets (SDS): [0] yes Ono O na

Alternate Product Category:

CDOT Product RESTRICTIONS by CDOT Evaluator: ) )
Evaluators Signature:
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