COLORADO DEPARTMENT OF TRANSPORTATION APL Reference No.

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY | 542722

Product Evaluation Coordinator METE] €20
Colorado Department of Transportation 709.04.02.00
4670 North HoIIy Street. Unit A Material Code description full name
Denver, Colorado 80216 Concrete, Reinforcing Fiber, Plastic
PART 1
Product name: Product category:
FiberForce 350 Concrete\Fiber\Microfiber
Product Representative (name & address): Manufacturer (name & address):
Attn: Sean Brown Attn: Sean Brown
ABC Polymer Industries, LLC ABC Polymer Industries, LLC
545 EIm Street 545 Elm Street
Helena, AL 35080 Helena, AL 35080
Phone: (205) 620-9889 E-mail: sean.brown@fiberforce.us Phone: (205) 620-9889 E-mail: sean.brown@fiberforce.us
Web-site address: .y fiberforce.us Web-site address: www fiberforce.us

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

FiberForce 350 is an ultra-fine denier fibrillated polypropylene fiber manufactured from 100% virgin homopolymer polypropylene resin. FiberForce 350 is
primarily used as a plastic shrinkage and temperature reinforcement in concrete. These fibers measurably reduce plastic settlement while offering excellent
distribution and finishing abilities. FiberForce 350 also extends service life of concrete by enhancing impact and surface abrasion resistance. The fibrillation
pattern optimizes the mechanical bond between the mortar mix and the fiber networks allowing it to better control plastic drying shrinkage in concrete. This
fiber is batched evenly throughout the concrete to provide strong finish and pumping qualities. Dosage rate is typically 1.0 pounds per cubic yard. Standard
length of the fiber is 3/4" however, it can be customized anywhere from 1/2"- 2".

Restrictions, (installation and/or use):

Use of the product, (be specific to CDOT highway activities only): ) o . )
Slab on Ground, ultra-thin white-topping, shotcrete, architectural precast products, irrigation ditches and channels

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’'s products):
Reduction in plastic shrinkage and settlement cracking, extends service life of concrete, increases durability including impact and abrasion
resistance and fatigue strength, reduces permeability, thus increasing freeze thaw durability, excellent temperature and shrinkage
reinforcement

Specifications: (listing those applicable is required)

[@ cDOT :6013

[E] ASTM : ASTM C1116 Section 4.1.3 and Note 2; ASTM D7508

O AASHTO:

O FHWA

O other

[l Certificate of Compliance (COC) provided ||:| Certificate of Verification (COV) provided for select categories ONLY

Product Testing: (National/independent laboratories or universities with Report Date.) Certified Test Report (CTR) provided to validate all claims.

[0 NTPEP-AASHTO:

O FHWA

E other . ICC ES AC 32 Section 3.1.1; ICC ES AC 32 Section 3.1.2

O other

[ other :
State DOT Approvals, (current documentation required): | Expiration Date 4 Years)06-15:2026
Sample submitted: 1 yes [ no [ n/a | Safety Data Sheets (SDS): [0] yes Ono O na

Alternate Product Category:

CDOT Product RESTRICTIONS by CDOT Evaluator: ) )
Evaluators Signature:
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