COLORADO DEPARTMENT OF TRANSPORTATION APL Reference No.

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY | 5434:22

Product Evaluation Coordinator kil Tz
Colorado Department of Transportation 701.03.01.00
4670 North HoIIy Street. Unit A Material Code description full name
Denver, Colorado 80216 Silica Fume
PART 1
Product name: Product category:
Eucon MSA Concrete\Pozzolan\Silica Fume
Product Representative (name & address): Manufacturer (name & address):
Attn: Mark Ferfolia Jr. Attn: Mark Ferfolia Jr.
The Euclid Chemical Company The Euclid Chemical Company
19215 Redwood Road 19215 Redwood Road
Cleveland, Ohio 44110 Cleveland, Ohio 44110
Phone: (216) 692-8342 E-mail: mferfolia@euclidchemical.com Phone: (216) 692-8342 E-mail: mferfolia@euclidchemical.com
Web-site address: www.euclidechemical.com Web-site address: www.euclidchemical.com

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)
Eucon MSA is a ready to use powdered microsilica (silica fume) concrete admixture. This product reacts chemically with the calcium hydroxide in the cement
paste which yields a calcium silicate hydrate gel that significantly enhances strength and durability. The super fine microsilica fills the voids between cement
particles creating a very dense, less permeable concrete. Eucon MSA contains no added chlorides or chemicals known to promote the corrosion of steel.

Restrictions, (installation and/or use):
Keep concrete from freezing until a minimum strength of 1,000 psi (7 MPa) is reached.

Use of the product, (be specific to CDOT highway activities only):
« High strength concrete « High density concrete < Bridge decks « Parking structures « Marine environments

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

* High ultimate compressive and flexural strength for greater structural capacity « High early strength gain for faster turnaround time *
Low permeability for greater resistance to water and salt penetration * Increased abrasion and chemical resistance for a longer life
expectancy ¢« Greatly improved freeze/thaw and scaling resistance

Specifications: (listing those applicable is required)

[O] CDOT :701.03

1 ASTM :c1240

O AASHTO:

O FHWA

O other

Certificate of Compliance (COC) provided ||:| Certificate of Verification (COV) provided for select categories ONLY

Product Testing: (National/independent laboratories or universities with Report Date.) Certified Test Report (CTR) provided to validate all claims.
0 NTPEP-AASHTO:
O FHwA
O other

O other
] other

State DOT Approvals, (current documentation required): See DOT Contact List | Expiration Date 4 Years'706-1522026

Sample submitted: 1 yes [ no O n/a | Safety Data Sheets (SDS): [ yes [ no [ n/a

Alternate Product Category:

CDOT Product RESTRICTIONS by CDOT Evaluator: ) )
Evaluators Signature:
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