
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY

APL Reference No.

Product Evaluation Coordinator

Colorado Department of Transportation

4670 North Holly Street, Unit A

Denver, Colorado  80216

PART 1
Product name: Product category:

Product Representative (name & address): Manufacturer (name & address):

Phone: E-mail:

Web-site address:

Phone:

Web-site address:

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

Use of the product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications: (listing those applicable is required)

q   CDOT :

q   ASTM :

q   AASHTO :

q   FHWA :

q   other :

Product Testing: (National/independent laboratories or universities with Report Date.) Certified Test Report (CTR) provided to validate all claims.

q  NTPEP-AASHTO:

q  FHWA :

q  other :

q  other :

State DOT Approvals, (current documentation required):

Sample submitted:  q   yes q  no q  n/a Safety Data Sheets (SDS):  q  yes q  no q  n/a

CDOT Form #595   01/2021

Attn: Attn:

Restrictions, (installation and/or use):

E-mail:

q Certificate of Compliance (COC) provided Certificate of Verification (COV) provided for select categories ONLY

Expiration Date

Alternate Product Category:
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  otherq :q

CDOT USE ONLY

Material Code

Material Code description full name
CDOT Use Only

CDOT Use Only

CDOT use Only

CDOT Product RESTRICTIONS by CDOT Evaluator: 

CDOT use Only

Evaluators Signature:


	apl#: 5460-22
	matlcode: 705.01.01.00
	matcodedes: Joint Sealant with Backer Rod
	prodname: Pecora 322FC
	prodcat: Sealant [Joint & Crack]\Silicone, Joint\Self-Leveling
	prodrepattn: Ed Nagel
	prodrepaddress: Nagel and Associates
17228 E. Trailmaster Drive
Parker, CO 80134
	prodrephone: (720) 490-5922
	prod email: edn@nagleandassociates.net
	prodweb: 
	prodmanattn: Glen Murphy
	prodmanaddress: Pecora Corporation 
165 Wambold Rd.
Harleysville, PA 19438
	prodmanphone: (215) 799-7557
	prodmanfax: murphyg@pecora.com
	prodmanweb: www.pecora.com
	prodesc: Pecora 322FC is a two-part, cold-applied, self-leveling, fast-curing, ultra-low modulus,100% silicone material designed for sealing of pavement joints
experiencing thermal movement.Pecora 322FC cures to a resilient silicone rubber seal in a very short time when compared to a typical one part moisture
curing sealant.
	prodresc: Must be applied to clean, dry substrates. Not to be installed on concrete that is cured less than 7 days.  Not to be used in continually immersed conditions.
	produse: 
	prodbene: Self-leveling, no tooling required.  Fast cure reducing downtime and the ability to cure properly on rapidly moving joints such as bridges.  
Reduces pavement deterioration by restricting surface water penetration into underlying base and sub base layers.
Excellent UV resistance
Ultra-low modulus resulting in high movement capability.
Primer-less adhesion to concrete and asphalt.
	specodt: Yes
	specodttext: 705.01
	specastm: Yes
	specastmtext: C5893, C920
	specaashto: Off
	specoaashtotext: 
	specfhwa: Off
	specfhwatext: 
	specother: Off
	specothertext: 
	specother2: Off
	Cert of Verif: Off
	testaashto: Off
	testaashtottext: 
	testfhwa: Off
	testfhwattext: 
	testother: Yes
	testotherttext: FAA Engineering Brief No. 36
	testother2: Yes
	testother2text: PRI-CMT Project No.:PECO-022-02-01
	testother3: Yes
	Testother3Text: TT-S-00230C, TT-S-001543
	State DOT Aprov: FL, GA, TX
	Resub Cycle: 5 Years / 08-11-2027
	sampsub: Off
	msds: Off
	dotapp: 
	notesadd: 


