COLORADO DEPARTMENT OF TRANSPORTATION APL Reference No.

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY | 5486-23

Product Evaluation Coordinator MEE] CEE0
Colorado Department of Transportation 630.05.01.00
4670 North HoIIy Street. Unit A Material Code description full name
Denver, Colorado 80216 Traffic Cone, Zone
PART 1
Product name: Product category:
2850 28" Traffic Cone Traffic Control/Channelizing Device/Cone
Product Representative (name & address): Manufacturer (name & address):
Attn: Katie Wagner- Sales Associate, Traffic Saftey Division Attn:  Anne Muench- Vice President, Traffic Saftey Division
Lakeside Plastics Lakeside Plastics
450 W 33rd Ave 450 W 33rd Ave
Oshkosh, WI 54903 Oshkosh, WI 54903
Phone: (920) 235-4513 E-mail: kwagner@lakesideplastics.net Phone: (920) 235-4513 E-mail: amuench@lakesideplastics.net
Web-site address: | asideplastics.net Web-site address: |akesideplastios.net

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

Lakeside Plastic's 28" Traffic Cone (2850) is a 28" one piece, flow molded, all PVC traffic cone. Available in 7lbs (2850-07) or 10Ibs (2850-10) with zero or two
flexible reflective cone collars (one 4" and one 6"). Engineered to meet MUTCD and NCHRP-350 specifications.

Restrictions, (installation and/or use):
n/a

Use of the product, (be specific to CDOT highway activities only):
Temporary portable traffic channelizing device

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’'s products):

All vinyl construction assures durability and flexibility in all weather conditions. One piece design ensures base will not separate from the body of the cone.
Long lasting brilliant fluorescent color, provides high visibility. Ultraviolet stabilized color provides maximum resistance to fading. Permanent inner layer stencil
option available. High density base creates low center of gravity for maximum stability. Made in the USA. Recycled material % available upon request.

Specifications: (listing those applicable is required)

[C] CDOT :630.05

[0 AST™M

O AASHTO:

O FHWA : MUTCD 6F.64, 2009

El other  : NCHRP350

[] Certificate of Compliance (COC) provided ||:| Certificate of Verification (COV) provided for select categories ONLY

Product Testing: (National/independent laboratories or universities with Report Date.) Certified Test Report (CTR) provided to validate all claims.
0 NTPEP-AASHTO:
O FHWA
O other
O other
[ other

State DOT Approvals, (current documentation required): MD | Expiration Date 5 Years/08-04:2028

Sample submitted: [ yes [ no O n/a | Safety Data Sheets (SDS): [Jyes [ no [ n/a

Alternate Product Category:

CDOT Product RESTRICTIONS by CDOT Evaluator:

The minimum cone height shall be 28 inches. However, when they are used on freeways, at nighttime, or when specified in
the Contract, the minimum height shall be 36 inches.

Evaluators Signature:
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