COLORADO DEPARTMENT OF TRANSPORTATION

APL Reference No.

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY | 5489-23

Product Evaluation Coordinator
Colorado Department of Transportation
4670 North Holly Street, Unit A
Denver, Colorado 80216

Material Code
713.14.01.00

Material Code description full name
Traffic Control, Preformed Thermoplastic

PART 1

Product name:

OPTAMARK SI (White)

Product category:
Preformed Thermoplastic, No Preheat

Product Representative (name & address):
Attn: Michael Brown

Geveko Markings Inc.
1883 New Harvest Road
Gainesville GA 30507

Phone: (470) 323-2968 E-maijl: mbrown@gevekomarkings.com

Manufacturer (name & address):
Attn: Michael Brown

Geveko Markings Inc.
1883 New Harvest Road
Gainesville GA 30507

Phone: (470) 323-2968 E-mail: mbrown@gevekomarkings.com

Web-site address: www.geveko-markings.us

Web-site address: www.geveko-markings.us

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)
OPTAMARK Sl is part of the OPTAMARK product family. OPTAMARK S| has similar characteristics to OPTAMARK(Which is on the Colorado APL) as well as
the same specification as OPTAMARK but with improved impact resistance in cold temperatures. OPTAMARK Sl's performance, appearance, packaging, and
application instructions are the same as OPTAMARK. OPTAMARK Sl is supplied flat like OPTAMARK.

Restrictions, (installation and/or use):

A dry, clean surface, application on non-bituminous surfaces will require the use of a sealer

Use of the product, (be specific to CDOT highway activities only):

Intersection grade pavement markings for use on crosswalks, turn arrows, stop bars, legends, bike lanes, and delineation of roadways.

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’'s products):

OPTAMARK SI does not require the pavement to be preheated to a specific temperature before
application, allowing the road marking season to be extended

Specifications: (listing those applicable is required)
CDOT  :713.14.01.00 Preformed Thermoplastic
ASTM

FHWA : Federal Color requirements
other : MUTCD

AASHTO: M249 w/ exception of relevant differences due to material being delivered in preformed state

Oogao-

Certificate of Compliance (COC) provided

||:| Certificate of Verification (COV) provided for select categories ONLY

O NTPEP-AASHTO: PMM-2020-01-099

O FHwA

O other . Future Labs LLC Testing
O other :

[ other

Product Testing: (National/independent laboratories or universities with Report Date.) Certified Test Report (CTR) provided to validate all claims.

State DOT Approvals, (current documentation required):

| Expiration Date 5 Years/91-04:2027

Sample submitted: EI yes E no

O n/a | Safety Data Sheets (SDS): D] yes [ no [ n/a

Alternate Product Category:

CDOT Product RESTRICTIONS by CDOT Evaluator:

Evaluators Signature:
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