COLORADO DEPARTMENT OF TRANSPORTATION APL Reference No.

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY | 5568-23

Product Evaluation Coordinator M €20
Colorado Department of Transportation 711.01.01.00
4670 North HoIIy Street. Unit A Material Code description full name
Denver, Colorado 80216 Concrete, Curing
PART 1
Product name: Product category:
City Cure - WW Concrete\Curing Compound\Type 2 [White Pigmented, Wax Based]
Product Representative (name & address): Manufacturer (name & address):
Attn: Stephen Linn Attn: Mitch McCaulley
Nox-Crete Inc. Nox-Crete Inc.
1444 S. 20th Street 1444 S. 20th Street
Omaha, NE (68028) Omaha, NE (68028)
Phone: (402) 341-2080 E-mail: slinn@nox-crete.com Phone: (402) 341-2080 E-mail: mmccaulley@nox-crete.com
-Si : Web-si :
Web-site address: . /vww.nox-crete.com/ eo-site address: pitpsjwww.nox-crete.com/

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

City Cure - WW is a high solids, water-based, white pigmented wax type concrete curing compound. When applied to freshly placed concrete, City Cure - WW
quickly forms a moisture vapor-resistant membrane that will maximize water retention for improved cement hydration and concrete strength. A highly reflective
white pigment is added which reflects the suns rays to keep concrete surfaces cooler while also reducing heat buildup for maximum strength development.

Sample can be submitted as requested.

Restrictions, (installation and/or use):
Not recommended for use on surfaces that are to later be covered with concrete or plaster. Not recommended for application when air temperature and/or concrete temperature are less than 40F.

Use of the product, (be specific to CDOT highway activities only): . )
Specifically designed for use on horizontal exterior concrete paving projects.

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’'s products):

City Cure - WW is a Premium Grade high solids wax curing compound that is proven to minimize plastic shrinkage cracking due to
excessive moisture loss while also improving concrete durability and reducing surface porosity. Dry time of City Cure - WW is approximately
2 hrs. while also having a VOC of less then 50 g / I.

Specifications: (listing those applicable is required)

[0 CDOT :711.01

[E] ASTM :C 309, Typell, Class A

[ AASHTO:

O FHWA

O other

Certificate of Compliance (COC) provided ||:| Certificate of Verification (COV) provided for select categories ONLY

Product Testing: (National/independent laboratories or universities with Report Date.) Certified Test Report (CTR) provided to validate all claims.
O NTPEP-AASHTO: CCC-2022-01-009
O FHWA
O other

O other
] other

State DOT Approvals, (current documentation required): | Expiration Date 4 Years)03-28:2027

Sample submitted: 1 yes [ no O n/a | Safety Data Sheets (SDS): [ yes [ no [ n/a

Alternate Product Category:

CDOT Product RESTRICTIONS by CDOT Evaluator: ) )
Evaluators Signature:
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