
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY

APL Reference No.

Product Evaluation Coordinator

Colorado Department of Transportation

4670 North Holly Street, Unit A

Denver, Colorado  80216

PART 1
Product name: Product category:

Product Representative (name & address): Manufacturer (name & address):

Phone: E-mail:

Web-site address:

Phone:

Web-site address:

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

Use of the product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications: (listing those applicable is required)

q   CDOT :

q   ASTM :

q   AASHTO :

q   FHWA :

q   other :

Product Testing: (National/independent laboratories or universities with Report Date.) Certified Test Report (CTR) provided to validate all claims.

q  NTPEP-AASHTO:

q  FHWA :

q  other :

q  other :

State DOT Approvals, (current documentation required):

Sample submitted:  q   yes q  no q  n/a Safety Data Sheets (SDS):  q  yes q  no q  n/a

CDOT Form #595   01/2021

Attn: Attn:

Restrictions, (installation and/or use):

E-mail:

q Certificate of Compliance (COC) provided Certificate of Verification (COV) provided for select categories ONLY

Expiration Date

Alternate Product Category:
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  otherq :q

CDOT USE ONLY

Material Code

Material Code description full name
CDOT Use Only

CDOT Use Only

CDOT use Only

CDOT Product RESTRICTIONS by CDOT Evaluator: 

CDOT use Only
Evaluators Signature:


	apl#: 5586-23
	matlcode: 630.05.01.00
	matcodedes: Traffic Zone, Cone
	prodname: BONECONE [2807,2810]
	prodcat: Traffic Control/Channelizing Device/Cone
	prodrepattn: Meredith Cohen
	prodrepaddress: Bone Safety Signs, LLC
6450 Industrial Way
Alpharetta, GA 30004
	prodrephone: 678-727-3628
	prod email: meredith@bonesafety.com
	prodweb: www.bonesafety.com
	prodmanattn: Meredith Cohen
	prodmanaddress: Bone Safety Signs, LLC
6450 Industrial Way
Alpharetta, GA 30004
	prodmanphone: 678-727-3628
	prodmanfax: meredith@bonesafety.com
	prodmanweb: www.bonesafety.com
	prodesc: BONECONE [2807,2810] is made of 100% recyclable fluorescent orange PVC 100% post-industrial recycled black base. Injection molded design for quick deployment without excessive friction Top deployment ring for steady grip. Durable in both cold and hot temperatures. Base features eight contact points for stronger grip For added safety, each cone comes standard with 6-inch and 4-inch retro-reflective collars.

BONECONE2807  28 inches, 7 pounds  
         
BONECONE2810 28 inches, 10 pounds
	prodresc: N/A
	produse: Delineation safety device
	prodbene: The eight contact points featured on the bottom of the cone base create a stronger grip to various surface types, eliminating unwanted movement. Furthermore, the injection molded design paired with the top deployment ring allows for quick and easy deployment without the risk of the cones sticking together. 
	specodt: Yes
	specodttext: 630.05
	specastm: Off
	specastmtext: 
	specaashto: Off
	specoaashtotext: 
	specfhwa: Yes
	specfhwatext: MUTCD compliant. 
	specother: Off
	specothertext: 
	specother2: Off
	Cert of Verif: Off
	testaashto: Off
	testaashtottext: 
	testfhwa: Off
	testfhwattext: 
	testother: Off
	testotherttext: 
	testother2: Off
	testother2text: 
	testother3: Off
	Testother3Text: 
	State DOT Aprov: 
	Resub Cycle: 5 Years / 09-11-2028
	sampsub: n/a
	msds: n/a
	dotapp: 
	notesadd: The minimum cone height shall be 28 inches. However, when they are used on freeways, at nighttime, or when specified in the Contract, the minimum height shall be 36 inches.


