
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY

APL Reference No.

Product Evaluation Coordinator

Colorado Department of Transportation

4670 North Holly Street, Unit A

Denver, Colorado  80216

PART 1
Product name: Product category:

Product Representative (name & address): Manufacturer (name & address):

Phone: E-mail:

Web-site address:

Phone:

Web-site address:

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

Use of the product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications: (listing those applicable is required)

q   CDOT :

q   ASTM :

q   AASHTO :

q   FHWA :

q   other :

Product Testing: (National/independent laboratories or universities with Report Date.) Certified Test Report (CTR) provided to validate all claims.

q  NTPEP-AASHTO:

q  FHWA :

q  other :

q  other :

State DOT Approvals, (current documentation required):

Sample submitted:  q   yes q  no q  n/a Safety Data Sheets (SDS):  q  yes q  no q  n/a

CDOT Form #595   01/2021

Attn: Attn:

Restrictions, (installation and/or use):

E-mail:

q Certificate of Compliance (COC) provided Certificate of Verification (COV) provided for select categories ONLY

Expiration Date

Alternate Product Category:
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  otherq :q

CDOT USE ONLY

Material Code

Material Code description full name
CDOT Use Only

CDOT Use Only

CDOT use Only

CDOT Product RESTRICTIONS by CDOT Evaluator: 

CDOT use Only

Evaluators Signature:


	apl#: 5590-23
	matlcode: 711.02.01.00
	matcodedes: Concrete, Admixture
	prodname: Hycrete Endure CP (Formerly X1002) (Type S)
	prodcat: Concrete\Admixture\Specific Performance
	prodrepattn: TJ Weaver  
	prodrepaddress: Hycrete Inc.
14 Spielman Road
Fairfield, NJ 07004
	prodrephone: 8145942857
	prod email: tweaver@hycrete.com
	prodweb: hycrete.com
	prodmanattn: Andrew Rhodes  
	prodmanaddress: Hycrete Inc.
14 Spielman Road
Fairfield, NJ 07004
	prodmanphone: 2015190665
	prodmanfax: arhodes@hycrete.com
	prodmanweb: hycrete.com
	prodesc: Hycrete Endure CP (formerly known as X1002) is a Specific Performance admixture added to concrete at the batch plant. Hycrete forms a polymer in concrete sealing the capillaries in concrete and bringing the absorption to below 1%. In addition Hycrete forms a layer over the rebar protecting it from corrosion in cracked and uncracked concrete. Hycrete has been shown by the Virginia transportation consortium to reach 150 years in best case scenario before the initiation of corrosion. In addition the Army corps of engineers showed a more than 2x extension of time to first repair in comparison with its high performance concrete mix. 
	prodresc: 
	produse: Bridges columns,decks  abutments, footings, jersey barriers Concrete roadways and sea walls
	prodbene: Hycrete is a Specific Performance admixture will help the dot save money by needing less repair on their structures. In addition using Hycrete can reduce the amount of sulfate damage. Hycrete can extend the life cycle of CDOT bridges more than conventional HPC mixes and allows it to save money by allowing the DOT to eliminate epoxy coated rebar if the DOT chooses.
	specodt: Yes
	specodttext:  711.02 Concrete Admixture Specific Performance
	specastm: Yes
	specastmtext: astm c1556 astm G109 Astm C1757 Astm C494 Astm c666
	specaashto: Yes
	specoaashtotext: M194
	specfhwa: Off
	specfhwatext: 
	specother: Yes
	specothertext: BSI 1881
	specother2: Off
	Cert of Verif: Off
	testaashto: Yes
	testaashtottext: CADD-2017-01-044 Chemical admixtures
	testfhwa: Off
	testfhwattext: 
	testother: Yes
	testotherttext: TEC Services (January 18, 2019)
	testother2: Off
	testother2text: 
	testother3: Off
	Testother3Text: 
	State DOT Aprov: 
	Resub Cycle: 4 Years / 07-18-2027
	sampsub: no
	msds: Yes
	dotapp: 
	notesadd: 


